ﬁ SIGNAL ISOLATED TRANSMITTER

FEATURES s4-DT

SIGNAL TRANSMITTER
——

B Accuracy: = 0.1% R.O. =
B Wide input and output range selection ,E@
B Steady voltage, current and low ripple output E\%gi
B Plug-in type ok e

& T ELecTRIC

B MODEL: S4 - DT - g_ Q — g

|

NO. DC Input Range NO. DC Output Range Load R NO. Power Supply
V1 0~10mV 10 0~100mV =100KQ 1 AC 110V
V2 0~100mV 1" 0~1V = 500Q 2 AC 220V
V3 0~1V 12 0~5V = 500Q 8 DC 110V
V4 0~5V 13 0~10V = 500Q 4 DC 48V
V5 1~5V 14 1~5V = 500Q 5 DC 24V
V6 0~10V 15 -10~10V = 5KQ 0 Option
V7 -10~10V 16 0~1mA =10KQ
V8 0~100V 17 0~10mA =1.5KQ
A1 0~1mA 18 0~20mA =750Q
A2 0~10mA 19 4 ~20mA =750Q
A3 0~20mA 20 20 ~4mA =750Q
A4 4 ~20mA 00 Option
00 Option
B SPECIFICATION B DIMENSIONS (UNIT : mm)
ACCUIACY: « +++r v s e s et s e +0.1% R.O.
Power supply: -« e AC 110V +15% , 50/60HZ
AC 220V +15%,50/60HZ
DC 24V,48V,110V + 10%
Power consumption -« -« oo AC=5VA,DC=3W
Inputresistance - -« - = 100KQ(mV) ® Socket
= 1MQ(V)
=50Q(20mA) 7.8
RESPONSE tIME: -+« - oo = 400 msec ——————n o —
OULPUL FIPPIE: -+ -+ et =0.5% R.O.(peak-peak) 6 @ @@
Span adjustmentrange- - - - =1+20% R.O.
Zero adjustmentrange- - -- oo =1+10% R.O.
Operating temperaturerang - - -« -« oo 0~60°C ol o
Storage temperaturerang -« .- -10~70°C
temperature rang coefficient - ... = 150PPM/°C 2-¢4.5
Max. relative RUMIdity e 95% : H
Isolatlo'n ----- SRS Input/Output/Power/Case v | BGT e ———
Insulationresistance - - -~ - oo =100MQ, DC 500 V = — 50
Dielectric strength. -« -« oo Input/Output/Powe AC1.8KV/minute o0
All terminal/Case AC1.8KV/minute
Impulse withstandtest - -~~~ 3KV, 1.2x50 ps
Common mode & Differential mode
—
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